
Question: 1 
   
The similarities and differences between physical and digital wide dynamics. The following 
statements are incorrect 
 
A. Compared with digital wide dynamics, the physical wide dynamics has better bright area 
suppression effect. 
B. Compared to physical wide dynamics, digital wide dynamics may have problems with image 
blurring, purple fringing, and ghosting. 
C. Huawei SDC supports physical wide dynamics and digital wide dynamics. Users can flexibly select 
physical wide dynamics and digital wide dynamics based on the actual scene. 
D. Both can suppress bright areas and brighten dark areas. 
 

Answer: C     
 

Question: 2 
   
Which model can be used for urban high point monitoring scenes 1 km away 
 
A. X2331-CPI 
B. X2381-VG 
C. X3221-I 
D. X6921-Z48 
 

Answer: D     
 

Question: 3 
   
Local recording on PC via WEB terminal, the default local recording time of the camera is 
 
A. 12 hours 
B. 60 minutes 
C. 24 hours 
D. 120 minutes 
 

Answer: C     
 

Question: 4 
   
Which of the following models is the Huawei Intelligent Traffic Surveillance Camera Model 



 
A. X6721-GZ37 
B. X2331-EPL 
C. X2381-WG 
D. M1221-V 
 

Answer: B     
 

Question: 5 
   
Which model can be used for 4G wireless monitoring 
 
A. X6721-GZ37 
B. X1221-FB 
C. X2221-HL 
D. X2221-VLW 
 

Answer: D     
 

Question: 6 
   
x series 2 million micro bayonet models, the recommended license plate horizontal pixel is at least 
 
A. 120 * 120pix 
B. 10 * 10pix 
C. 80 * 80pix 
D. 26 * 26pix 
 

Answer: A     
 

Question: 7 
   
Which of the following resolution images is usually the clearest? 
 
A. D1 
B. 4CIF 
C. CIF 
D. 720P 
 

Answer: D     
 



Question: 8 
   
Which of the following models supports the main camera in a multi-machine mutual assistance 
scene 
 
A. M1221-V 
B. C6620-Z23 
C. X1281-H 
D. x3221-1 
 

Answer: C     
 

Question: 9 
   
When the files cannot be updated automatically, you can manually remove the historical controls 
and reinstall the new controls. 32-bit Windows systems 
In the system, the default storage path of the history control is 
 
A. C: Program Files (x86) \ ipc webocx_ware 
B. C: \ Windows \ System64 \ ipc_ webocx_ware 
C. C: Program Files \ ipc webocx ware 
D. C: \ Windows \ System32 \ ipc_ webocx ware 
 

Answer: D     
 

Question: 10 
   
Multi-selection) Front-end intelligent analysis advantages 
 
A. Small delay 
B. No requirements for algorithm performance 
C. Real-time 
D. No bandwidth required 
 

Answer: A, C, D     
 


